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IN FRA-BLUE

uPVC PRESSURE MAIN PIPES pns-65

FEATURES:

* HIGH FLOW CAPACITIES

* NON-CONDUCTIVE

» CHEMICAL RESISTANT

* TEMPERATURE RESISTANT
* FIRE RESISTANT

IDEAL PRESSURE PIPES FOR
WATERWORKS, IRRIGATION
& INFRASTRUCTURE

PUTTING SAFETY AND QUALITY FIRST
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- CLASS 150 (S-8) CLASS 100 (S 10) |
D?R,&E%ER THICKNESS LENGTH D?gnTangDEER THICKNESS LENGTH
mm mm meter mm mm meter
63 3.60 6 63 3.00 6
75 4.30 6 75 3.60 6
90 5.20 6 90 4.40 6
110 6.30 6 110 5.30 6
160 9.20 6 160 7.70 6
225 12.90 6 225 10.80 6
16.00 6 280 13.50 6
18.00 6 315 15.20 6
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| uPVC PRESSURE MAIN FITTINGS

OUTSIDE
DIAMETER

MM
75x 63
90 x 63
80 x 75
110 x 90
160 x 110

225 x 160

280 x 225

45 BEND 22-1/2 BEND

REDUCER

DOUBLE
SOCKET

11-1/4 BEND
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A QUALITY PRODUCT MANUFACTURED BY :

CROWN ASIA CHEMICALS CORPORATION

Plant : Guiguinto, Bulacan, Philippines +

Office : Rm. 508 President Tower, 81 Timog Avenue, Quezon City

Valenzuela Plant & Office: 8277-0880 loc. 122 - 132 -

Quezon City Office: 8294-2071 loc. 103 - 107  »
€) © ) © CROWNPIPESPH

Guiguinto, Bulacan Plant & Office: (044) 794-0268 to 70
Email: sales@crownpvc.com.ph

@) CROWNPVC.COM.PH



