FOR INFRASTRUCTURE AND
HIGH PRESSURE REQUIREMENTS
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AVAILABLE IN 6 METERS LENGTH FOR INDUSTRIAL REQUIREMENTS

PUTTING SAFETY AND QUALITY FIRST




Series 1000 PNS1950

NOMINAL SIZE OUTSIDE DIAMETER | WALL THICKNESS | STANDARD LENGTH | HUB LENGTH
inch mm mm mm meter mm ¥
6 160 160 4.70 3.0/6.0 121 \ I\
8 200 200 5.90 3.0/6.0 145 ' =
10 250 250 7.50 3.0/6.0 175 Vi
12 315 315 9.26 3.0/6.0 132 (s
X 14 355 355 10.44 3.0/6.0 136
16 400 400 11.76 3.0/6.0 140
18 450 450 13.23 3.0/6.0 150
20 500 500 14.60 3.0/6.0 160
22 560 560 16.47 3.0/6.0 170
24 630 630 18.40 3.0/6.0 180
Complete Sizes of Crown Sanitary Fittings (Fabricated)
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AQUALITY PRODUCT MANUFACTURED BY :

CROWN ASIA CHEMICALS CORPORATION

Plant : Guiguinto, Bulacan, Philippines « Office : Rm. 508 President Tower, 81 Timog Avenue, Quezon City
Valenzuela Plant & Office: 8277-0880 loc. 122- 132 + Guiguinto, Bulacan Plant & Office: (044) 794-0268 to 70
Quezon City Office: 8294-2071 loc. 103 - 107 « Email: sales@crownpvc.com.ph
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